
Date Created: 4/21/2004 
Date Issued: 4/30/2004 

PCN # 20033602-A 
 

DESIGN/PROCESS CHANGE NOTIFICATION -- FINAL 
 
 
This is to inform you that a design and/or process change will be made to the 
following product(s).  This notification is for your information and concurrence.  
 
If you require data or samples to qualify this change, please contact Fairchild 
Semiconductor within 30 days of receipt of this notification. 
 
If you have any questions concerning this change, please contact: 
 

Name:  Constantino, John 
E-Mail:  John.Constantino@notes.fairchildsemi.com 
Phone:  408-822-2652 

 
PCN Originator 
Name:  Tarwe, Antoine 
E-mail:  Antoine.Tarwe@notes.fairchildsemi.com 
Phone:  408/822-2269 
 
REL Engineer 
Name:  Javadi, Seyed 
E-mail:  Seyed.Javadi@notes.fairchildsemi.com 
Phone:  408-822-2180 
 
PCN Type:  New Assembly Site Location/Qualification 
 
Effectivity 
Expected 1st Device Shipment Date:  5/30/2004 
Earliest Year/Work Week of Changed Product:  0422 
(Note: Package marking may differ from this format) 
 
Product ID (Description): 
This change will affect Optoelectronic products previously produced at Fairchild's 
manufacturing facility in Kuala Lumpur, Malaysia. 
 
 
Description of Change: 
Fairchild's factory in Kuala Lumpur, Malaysia is in final stage of closure.  The 
assembly and testing of all products manufactured at this facility will be 
transferred to Lite-On Technology Corporation of Taiwan (Bangkok, Thailand facility), 
a Fairchild manufacturing partner. 
 
 
Effect of Change: 
The equipment used in the manufacture and test of Fairchild's products is being 
transferred to the identified Lite-On Technology facility.  Lite-On Technology will 
continue to use the same type of equipment, the same sets of material, and the same 
process flow for all the products listed hereafter.  This change is, in essence, a 
location change only.  As such, this change will not affect any electrical 
characteristics, device specifications, function, reliability or quality. First 
shipments from the new manufacturing site will occur in stages based on package type. 
 

Datasheet.World



Fairchild Semiconductor is working with all relevant agencies to provide for 
continuous safety certifications for all applicable products. 
 
 
Qualification: 
The qualification plan is intended to meet all our criteria for qualifying the new 
assembly site and the overall quality and reliability of our Opto products.    
 
 
Qual/REL Plan Numbers  
 
Additional Qualification Data  

 
Qual Vehicle #1 : HCPL-0500                          Package : SO8 
                                              

Stress Test  Test Interval Eval #1 
Thailand Site 

Eval #2 
Thailand Site 

Eval #3 
Thailand Site 

Remark  

Pre-conditioning Test 
100cyc 0/45 0/45 0/45 Completed TMCL 

-40°C to 125°C 200cyc 0/45 0/45 0/45  
0 hr 0/45 0/45 0/45 Completed Power TC 

25°C to 85°C 
1min ON, 1 min OFF 

1000 hrs  
(15000 cyc) 

0/45 0/45 0/45  

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTOL 
70°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTRB 
70°C 

1000hrs 0/45 0/45 0/45  
Non Pre-conditioning Test 

I/T Repeat Test 5 cyc 0/100 0/100 0/100 Completed 

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45  0/45  0/45   
500hrs 0/45  0/45 0/45   

H3TRB 
85°C, 85%RH 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
48hrs 0/45 0/45 0/45  

Autoclave 
121°C, 100%RH 

 96hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

HTSL 
125°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

LTS 
-40°C 

1000hrs 0/45 0/45 0/45  
RSDH,  260°C 10s 0/45 0/45 0/45 Completed 

LINT (Lead Fatigue)  
8oz, 90° 

3 cyc 0/45 0/45 0/45 Completed 

Solderability , 245°C 5 s 0/10 0/10 0/10 Completed 
 
 



 
 



  
 
Qual Vehicle #2 : 4N35-M                          Package : 6 Pin White 
                                              

Stress Test  Test Interval Eval #1 
Thailand Site 

Eval #2 
Thailand Site 

Eval #3 
Thailand Site 

Remark  

Pre-conditioning Test 
100cyc 0/45 0/45 0/45 Completed TMCL 

-40°C to 125°C 200cyc 0/45 0/45 0/45  
0 hr 0/45 0/45 0/45 Completed Power TC 

25°C to 85°C 
1min ON, 1 min OFF 

1000 hrs  
(15000 cyc) 

0/45 0/45 0/45  

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTOL 
70°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTRB 
70°C 

1000hrs 0/45 0/45 0/45  
Non Pre-conditioning Test 

I/T Repeat Test 5 cyc 0/100 0/100 0/100 Completed 

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45  0/45  0/45   
500hrs 0/45  0/45  0/45   

H3TRB 
85°C, 85%RH 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
48hrs 0/45 0/45 0/45  

Autoclave 
121°C, 100%RH 

 96hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

HTSL 
125°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

LTS 
-40°C 

1000hrs 0/45 0/45 0/45  
RSDH,  260°C 10s 0/45 0/45 0/45 Completed 

LINT (Lead Fatigue)  
8oz, 90° 

3 cyc     

Solderability , 245°C 5 s 0/10 0/10 0/10 Completed 



 
Qual Vehicle #3 : MOC3083-M                          Package : 6 Pin White 
                                              

Stress Test  Test Interval Eval #1 
Thailand Site 

Eval #2 
Thailand Site 

Eval #3 
Thailand Site 

Remark  

Pre-conditioning Test 
100cyc 0/45 0/45 0/45 Completed TMCL 

-40°C to 125°C 200cyc 0/45 0/45 0/45  
0 hr 0/45 0/45 0/45 Completed Power TC 

25°C to 85°C 
1min ON, 1 min OFF 

1000 hrs  
(15000 cyc) 

0/45 0/45 0/45  

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTOL 
70°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTRB 
70°C 

1000hrs 0/45 0/45 0/45  
Non Pre-conditioning Test 

I/T Repeat Test 5 cyc 0/100 0/100 0/100 Completed 

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45  0/45  0/45   
500hrs 0/45  0/45  0/45   

H3TRB 
85°C, 85%RH 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
48hrs 0/45 0/45 0/45  

Autoclave 
121°C, 100%RH 

 96hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

HTSL 
125°C 

1000hrs 0/45  0/45  0/45   
0hr 0/45 0/45 0/45 Completed 

168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

LTS 
-40°C 

1000hrs 0/45  0/45  0/45   
RSDH,  260°C 10s 0/45 0/45 0/45 Completed 

LINT (Lead Fatigue)  
8oz, 90° 

3 cyc 0/45 0/45 0/45 Completed 

Solderability , 245°C 5 s 0/10 0/10 0/10 Completed 
 



 
Qual Vehicle #4 : 4N35                          Package : 6 Pin Black  
                                              

Stress Test  Test Interval Eval #1 
Thailand Site 

Eval #2 
Thailand Site 

Eval #3 
Thailand Site 

Remark  

Pre-conditioning Test 
TMCL 

-40°C to 125°C 
100cyc 0/45 0/45 0/45 Completed 

0 hr 0/45 0/45 0/45 Completed Power TC 
25°C to 85°C 

1min ON, 1 min OFF 
1000 hrs  
(15000 cyc) 

0/45 0/45 0/45  

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTOL 
70°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTRB 
70°C 

1000hrs 0/45 0/45 0/45  
Non Pre-conditioning Test 

I/T Repeat Test 5 cyc 0/100 0/100 0/100 Completed 

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45  0/45  0/45   
500hrs 0/45  0/45  0/45   

H3TRB 
85°C, 85%RH 

1000hrs 0/45  0/45  0/45   
0hr 0/45 0/45 0/45 Completed 
48hrs 0/45 0/45 0/45  

Autoclave 
121°C, 100%RH 

 96hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

HTSL 
125°C 

1000hrs 0/45  0/45  0/45   
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

LTS 
-40°C 

1000hrs 0/45  0/45  0/45   
RSDH,  260°C 10s     

LINT (Lead Fatigue)  
8oz, 90° 

3 cyc 0/45 0/45 0/45 Completed 

Solderability , 245°C 5 s 0/10 0/10 0/10 Completed 



 
Qual Vehicle #5 : H11DX                          Package : 6 Pin Black 
                                              

Stress Test  Test Interval Eval #1 
Thailand Site 

Eval #2 
Thailand Site 

Eval #3 
Thailand Site 

Remark  

Pre-conditioning Test 
100cyc 0/45 0/45 0/45 Completed TMCL 

-40°C to 125°C 200cyc 0/45 0/45 0/45  
0 hr 0/45 0/45 0/45 Completed Power TC 

25°C to 85°C 
1min ON, 1 min OFF 

1000 hrs  
(15000 cyc) 

0/45 0/45 0/45  

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTOL 
70°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTRB 
70°C 

1000hrs 0/45 0/45 0/45  
Non Pre-conditioning Test 

I/T Repeat Test 5 cyc 0/100 0/100 0/100 Completed 

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45  0/45  0/45   
500hrs 0/45  0/45  0/45   

H3TRB 
85°C, 85%RH 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
48hrs 0/45 0/45 0/45  

Autoclave 
121°C, 100%RH 

 96hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

HTSL 
125°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

LTS 
-40°C 

1000hrs 0/45 0/45 0/45  
RSDH,  260°C 10s 0/45 0/45 0/45 Completed 

LINT (Lead Fatigue)  
8oz, 90° 

3 cyc     

Solderability , 245°C 5 s 0/10 0/10 0/10 Completed 



 
Qual Vehicle #6 : H11A817                          Package : 4 Pin Black  
                                              

Stress Test  Test Interval Eval #1 
Thailand Site 

Eval #2 
Thailand Site 

Eval #3 
Thailand Site 

Remark  

Pre-conditioning Test 
100cyc 0/45 0/45 0/45 Completed TMCL 

-40°C to 125°C 200cyc 0/45 0/45 0/45  
0 hr 0/45 0/45 0/45 Completed Power TC 

25°C to 85°C 
1min ON, 1 min OFF 

1000 hrs  
(15000 cyc) 

0/45 0/45 0/45  

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTOL 
70°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTRB 
70°C 

1000hrs 0/45 0/45 0/45  
Non Pre-conditioning Test 

I/T Repeat Test 5 cyc 0/100 0/100 0/100 Completed 

0hr 0/45 0/45 0/45 Completed 
168hrs 0/45  0/45  0/45   
500hrs 0/45  0/45  0/45   

H3TRB 
85°C, 85%RH 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
48hrs 0/45 0/45 0/45  

Autoclave 
121°C, 100%RH 

 96hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

HTSL 
125°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

LTS 
-40°C 

1000hrs 0/45 0/45 0/45  
RSDH,  260°C 10s 0/45 0/45 0/45 Completed 

LINT (Lead Fatigue)  
8oz, 90° 

3 cyc 0/45 0/45 0/45 Completed 

Solderability , 245°C 5 s 0/10 0/10 0/10 Completed 
 



 
Qual Vehicle #7 : HCPL-2530 (Dual high-speed)                         Package : 8 Pin Black 
 
Qualification is on-going. Scheduled for completion WW21. The qual results can be requested separately by customers as 
desired. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
Qual Vehicle #8 : HCPL-3700                          Package : 8 Pin Black 
                                              

Stress Test  Test Interval Eval #1 
Thailand Site 

Eval #2 
Thailand Site 

Eval #3 
Thailand Site 

Remark  

Pre-conditioning Test 
100cyc 0/45 0/45 0/45  TMCL 

-40°C to 125°C 200cyc 0/45 0/45 0/45  
0 hr 0/45 0/45 0/45  Power TC 

25°C to 85°C 
1min ON, 1 min OFF 

1000 hrs  
(15000 cyc) 

0/45 0/45 0/45  

0hr 0/45 0/45 0/45  
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTOL 
70°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45  
168hrs 0/45 0/45 0/45  
500hrs 0/45 0/45 0/45  

HTRB 
70°C 

1000hrs 0/45 0/45 0/45  
Non Pre-conditioning Test 

I/T Repeat Test 5 cyc 0/100 0/100 0/100 Completed 

0hr 0/45 0/45 0/45  
168hrs 0/45  0/45  0/45   
500hrs 0/45  0/45  0/45   

H3TRB 
85°C, 85%RH 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45 Completed 
48hrs 0/45 0/45 0/45  

Autoclave 
121°C, 100%RH 

 96hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45  
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

HTSL 
125°C 

1000hrs 0/45 0/45 0/45  
0hr 0/45 0/45 0/45  
168hrs 0/45 0/45 0/45  
500hrs 0/45  0/45  0/45   

LTS 
-40°C 

1000hrs 0/45 0/45 0/45  
RSDH,  260°C 10s 0/45 0/45 0/45 Completed 

LINT (Lead Fatigue)  
8oz, 90° 

3 cyc     

Solderability , 245°C 5 s 0/10 0/10 0/10 Completed 
 



 
Qual Vehicle #9 : HMHA2801                          Package : 4 -Pin Half Pitch Mini Flat Pack 

 
Qualification based on similarity. Refer to qualification results for vehicle #1 (S08 package). 
 
 
Affected FSIDs 
4N25 4N25300 4N25300W 
4N253S 4N253SD 4N25FM 
4N25FR2M 4N25FR2VM 4N25FVM 
4N25M 4N25S 4N25SD 
4N25SM 4N25SR2M 4N25SR2VM 
4N25SVM 4N25TM 4N25TVM 
4N25VM 4N25W 4N26 
4N26300 4N26300W 4N263S 
4N263SD 4N26FM 4N26FR2M 
4N26FR2VM 4N26FVM 4N26M 
4N26S 4N26SD 4N26SM 
4N26SR2M 4N26SR2VM 4N26SVM 
4N26TM 4N26TVM 4N26VM 
4N26W 4N27 4N27300 
4N27300W 4N273S 4N273SD 
4N27FM 4N27FR2M 4N27FR2VM 
4N27FVM 4N27M 4N27S 
4N27SD 4N27SM 4N27SR2M 
4N27SR2VM 4N27SVM 4N27TM 
4N27TVM 4N27VM 4N27W 
4N28 4N28300 4N28300W 
4N283S 4N283SD 4N28FM 
4N28FR2M 4N28FR2VM 4N28FVM 
4N28M 4N28S 4N28SD 
4N28SM 4N28SR2M 4N28SR2VM 
4N28SVM 4N28TM 4N28TVM 
4N28VM 4N28W 4N29 
4N29300 4N29300W 4N293S 
4N293SD 4N29S 4N29SD 
4N29W 4N30 4N30300 
4N30300W 4N303S 4N303SD 
4N30S 4N30SD 4N30W 
4N31 4N31300 4N31300W 
4N313S 4N313SD 4N31S 
4N31SD 4N31W 4N32 
4N32300 4N32300W 4N323S 
4N323SD 4N32M 4N32S 
4N32SD 4N32SR2M 4N32W 
4N33 4N33300 4N33300W 
4N333S 4N333SD 4N33M 
4N33S 4N33SD 4N33W 
4N35 4N35300 4N35300W 
4N353S 4N353SD 4N35FM 
4N35FR2M 4N35FR2VM 4N35FVM 
4N35M 4N35S 4N35SD 
4N35SM 4N35SR2M 4N35SR2VM 
4N35SVM 4N35TM 4N35TVM 
4N35VM 4N35W 4N36 
4N36300 4N36300W 4N363S 
4N363SD 4N36FM 4N36FR2M 



4N36FR2VM 4N36FVM 4N36M 
4N36S 4N36SD 4N36SM 
4N36SR2M 4N36SR2VM 4N36SVM 
4N36TM 4N36TVM 4N36VM 
4N36W 4N37 4N37300 
4N37300W 4N373S 4N373SD 
4N37FM 4N37FR2M 4N37FR2VM 
4N37FVM 4N37M 4N37S 
4N37SD 4N37SM 4N37SR2M 
4N37SR2VM 4N37SVM 4N37TM 
4N37TVM 4N37VM 4N37W 
4N38 4N38300 4N38300W 
4N383S 4N383SD 4N38M 
4N38S 4N38SD 4N38W 
4N39 4N39300 4N39300W 
4N393S 4N393SD 4N39S 
4N39SD 4N39W 4N40 
4N40300 4N40300W 4N403S 
4N403SD 4N40S 4N40SD 
4N40W 6N135 6N135S 
6N135SD 6N135SDV 6N135SV 
6N135V 6N135W 6N135WV 
6N136 6N136S 6N136SD 
6N136SDV 6N136SV 6N136V 
6N136W 6N136WV 6N137 
6N137S 6N137SD 6N137SDV 
6N137SV 6N137V 6N137W 
6N137WV 6N138 6N138S 
6N138SD 6N138SDV 6N138SV 
6N138V 6N138W 6N138WV 
6N139 6N139S 6N139SD 
6N139SDV 6N139SV 6N139V 
6N139W 6N139WV 74OL6000 
74OL6000300 74OL6000300W 74OL60003S 
74OL60003SD 74OL6000S 74OL6000SD 
74OL6000W 74OL6001 74OL6001300 
74OL6001300W 74OL60013S 74OL60013SD 
74OL6001S 74OL6001SD 74OL6001W 
74OL6010 74OL6010300 74OL6010300W 
74OL60103S 74OL60103SD 74OL6010S 
74OL6010SD 74OL6010W 74OL6011 
74OL6011300 74OL6011300W 74OL60113S 
74OL60113SD 74OL6011S 74OL6011SD 
74OL6011W CNX35U CNX35U300 
CNX35U300W CNX35U3S CNX35U3SD 
CNX35US CNX35USD CNX35UW 
CNX36U CNX36U300 CNX36U300W 
CNX36U3S CNX36U3SD CNX36US 
CNX36USD CNX36UW CNX38U 
CNX38U300 CNX38U300W CNX38U3S 
CNX38U3SD CNX38US CNX38USD 
CNX38UW CNX39U CNX39U300 
CNX39U300W CNX39U3S CNX39U3SD 
CNX39US CNX39USD CNX39UW 
CNX48U CNX48U300 CNX48U300W 
CNX48U3S CNX48U3SD CNX48US 
CNX48USD CNX48UW CNX82A300W 



CNX82AW CNX82A_5387 CNX82A_5516 
CNX82A_5546 CNX83A300W CNX83AW 
CNY171 CNY171300 CNY171300W 
CNY1713S CNY1713SD CNY171FM 
CNY171FR2M CNY171FR2VM CNY171FVM 
CNY171M CNY171S CNY171SD 
CNY171SM CNY171SR2M CNY171SR2VM 
CNY171SVM CNY171TM CNY171TVM 
CNY171VM CNY171W CNY172 
CNY172300 CNY172300W CNY1723S 
CNY1723SD CNY172FM CNY172FR2M 
CNY172FR2VM CNY172FVM CNY172M 
CNY172S CNY172SD CNY172SM 
CNY172SR2M CNY172SR2VM CNY172SVM 
CNY172TM CNY172TVM CNY172VM 
CNY172W CNY173 CNY173300 
CNY173300W CNY1733S CNY1733SD 
CNY173FM CNY173FR2M CNY173FR2VM 
CNY173FVM CNY173M CNY173S 
CNY173SD CNY173SM CNY173SR2M 
CNY173SR2VM CNY173SVM CNY173TM 
CNY173TVM CNY173VM CNY173W 
CNY174 CNY174300 CNY174300W 
CNY1743S CNY1743SD CNY174S 
CNY174SD CNY174W CNY17F1 
CNY17F1300 CNY17F1300W CNY17F13S 
CNY17F13SD CNY17F1S CNY17F1SD 
CNY17F1W CNY17F2 CNY17F2300 
CNY17F2300W CNY17F23S CNY17F23SD 
CNY17F2S CNY17F2SD CNY17F2W 
CNY17F3 CNY17F3300 CNY17F3300W 
CNY17F33S CNY17F33SD CNY17F3S 
CNY17F3SD CNY17F3W CNY17F4 
CNY17F4300 CNY17F4300W CNY17F43S 
CNY17F43SD CNY17F4S CNY17F4SD 
CNY17F4W FOD070L FOD070LR1 
FOD070LR1V FOD070LR2 FOD070LR2V 
FOD070LV FOD073L FOD073LR1 
FOD073LR2 FOD270L FOD270LS 
FOD270LSD FOD270LT FOD2711 
FOD2711S FOD2711SD FOD2711SDV 
FOD2711SR2 FOD2711SR2V FOD2711SV 
FOD2711T FOD2711TV FOD2711V 
FOD2712 FOD2712R1 FOD2712R1V 
FOD2712R2 FOD2712R2V FOD2712V 
FOD2741A FOD2741AS FOD2741ASD 
FOD2741ASDV FOD2741ASR2 FOD2741ASR2V 
FOD2741ASV FOD2741AT FOD2741ATV 
FOD2741AV FOD2741B FOD2741BS 
FOD2741BSD FOD2741BSDV FOD2741BSR2 
FOD2741BSR2V FOD2741BSV FOD2741BT 
FOD2741BTV FOD2741BV FOD2741C 
FOD2741CS FOD2741CSD FOD2741CSDV 
FOD2741CSR2 FOD2741CSR2V FOD2741CSV 
FOD2741CT FOD2741CTV FOD2741CV 
FOD2742A FOD2742AR1 FOD2742AR1V 
FOD2742AR2 FOD2742AR2V FOD2742AV 



FOD2742B FOD2742BR1 FOD2742BR1V 
FOD2742BR2 FOD2742BR2V FOD2742BV 
FOD2742C FOD2742CR1 FOD2742CR1V 
FOD2742CR2 FOD2742CR2V FOD2742CV 
FOD27OLWV FODM452 FODM452R1 
FODM452R2 FODM453 FODM453R1 
FODM453R2 H11A1 H11A1300 
H11A1300W H11A13S H11A13SD 
H11A1FM H11A1FR2M H11A1FR2VM 
H11A1FVM H11A1M H11A1S 
H11A1SD H11A1SM H11A1SR2M 
H11A1SR2VM H11A1SVM H11A1TM 
H11A1TVM H11A1VM H11A1W 
H11A2 H11A2300 H11A2300W 
H11A23S H11A23SD H11A2FM 
H11A2FR2M H11A2FR2VM H11A2FVM 
H11A2M H11A2S H11A2SD 
H11A2SM H11A2SR2M H11A2SR2VM 
H11A2SVM H11A2TM H11A2TVM 
H11A2VM H11A2W H11A3 
H11A3300 H11A3300W H11A33S 
H11A33SD H11A3FM H11A3FR2M 
H11A3FR2VM H11A3FVM H11A3M 
H11A3S H11A3SD H11A3SM 
H11A3SR2M H11A3SR2VM H11A3SVM 
H11A3TM H11A3TVM H11A3VM 
H11A3W H11A4 H11A4300 
H11A4300W H11A43S H11A43SD 
H11A4FM H11A4FR2M H11A4FR2VM 
H11A4FVM H11A4M H11A4S 
H11A4SD H11A4SM H11A4SR2M 
H11A4SR2VM H11A4SVM H11A4TM 
H11A4TVM H11A4VM H11A4W 
H11A5 H11A5300 H11A5300W 
H11A53S H11A53SD H11A5FM 
H11A5FR2M H11A5FR2VM H11A5FVM 
H11A5M H11A5S H11A5SD 
H11A5SM H11A5SR2M H11A5SR2VM 
H11A5SVM H11A5TM H11A5TVM 
H11A5VM H11A5W H11A617A 
H11A617A300 H11A617A300W H11A617A3S 
H11A617A3SD H11A617AS H11A617ASD 
H11A617AW H11A617B H11A617B300 
H11A617B300W H11A617B3S H11A617B3SD 
H11A617BS H11A617BSD H11A617BW 
H11A617C H11A617C300 H11A617C300W 
H11A617C3S H11A617C3SD H11A617CS 
H11A617CSD H11A617CW H11A617D 
H11A617D300 H11A617D300W H11A617D3S 
H11A617D3SD H11A617DS H11A617DSD 
H11A617DW H11A817 H11A817300 
H11A817300W H11A8173S H11A8173SD 
H11A817A H11A817A300 H11A817A300W 
H11A817A3S H11A817A3SD H11A817AS 
H11A817ASD H11A817AW H11A817B 
H11A817B300 H11A817B300W H11A817B3S 
H11A817B3SD H11A817BS H11A817BSD 



H11A817BW H11A817C H11A817C300 
H11A817C300W H11A817C3S H11A817C3SD 
H11A817CFD H11A817CS H11A817CSD 
H11A817CW H11A817D H11A817D300 
H11A817D300W H11A817D3S H11A817D3SD 
H11A817DS H11A817DSD H11A817DW 
H11A817S H11A817SD H11A817W 
H11A817X_5586 H11A817X_5617 H11A817X_5624 
H11A817X_5627W H11A817X_5631 H11A817X_5632 
H11A817X_5635 H11A817X_5645D H11A817X_5645DD 
H11A817X_5654 H11A817X_5656FD H11A817X_5667W 
H11A817X_5690D H11AA1 H11AA1300 
H11AA1300W H11AA13S H11AA13SD 
H11AA1S H11AA1SD H11AA1W 
H11AA2 H11AA2300 H11AA2300W 
H11AA23S H11AA23SD H11AA2S 
H11AA2SD H11AA2W H11AA3 
H11AA3300 H11AA3300W H11AA33S 
H11AA33SD H11AA3S H11AA3SD 
H11AA3W H11AA4 H11AA4300 
H11AA4300W H11AA43S H11AA43SD 
H11AA4S H11AA4SD H11AA4W 
H11AA814 H11AA814300 H11AA814300W 
H11AA8143S H11AA8143SD H11AA814A 
H11AA814A300 H11AA814A300W H11AA814A3S 
H11AA814A3SD H11AA814AS H11AA814ASD 
H11AA814AW H11AA814S H11AA814SD 
H11AA814W H11AAX_5681 H11AAX_9004 
H11AD6X_4703 H11AD6X_5053 H11AD6X_5151 
H11AD6X_5195 H11AD6X_5212 H11AD6X_5269DL 
H11AD6X_5361 H11AD6X_5402D H11AD6X_5404 
H11AD6X_5405D H11AD6X_5405S H11AD6X_5438D 
H11AD6X_5659 H11AD6X_5669D H11AD6X_5678D 
H11AD6X_5686D H11AD9X_5144 H11AD9X_5660 
H11ADB6 H11ADB61 H11ADB61S 
H11ADB61SD H11ADB61W H11ADB62 
H11ADB62S H11ADB62SD H11ADB62W 
H11ADB6S H11ADB6SD H11ADB6W 
H11AG1 H11AG1300 H11AG1300W 
H11AG13S H11AG13SD H11AG1S 
H11AG1SD H11AG1W H11AG2 
H11AG2300 H11AG2300W H11AG23S 
H11AG23SD H11AG2S H11AG2SD 
H11AG2W H11AG3 H11AG3300 
H11AG3300W H11AG33S H11AG33SD 
H11AG3S H11AG3SD H11AG3W 
H11AGX_5399 H11AGX_5399D H11AGX_5399S 
H11AV1A H11AV1AM H11AV1AVM 
H11AV1FM H11AV1FR2M H11AV1FR2VM 
H11AV1FVM H11AV1M H11AV1SM 
H11AV1SR2M H11AV1SR2VM H11AV1SVM 
H11AV1VM H11AV2AM H11AV2AVM 
H11AV2FM H11AV2FR2M H11AV2FR2VM 
H11AV2FVM H11AV2M H11AV2SM 
H11AV2SR2M H11AV2SR2VM H11AV2SVM 
H11AV2VM H11AX1084 H11AX1084300 
H11AXK_5432D H11AXK_5446D H11AXM_5666S 



H11AXM_5689S H11AXR_863 H11AX_4567 
H11AX_4712 H11AX_4785 H11AX_4910 
H11AX_5048 H11AX_5128 H11AX_5164 
H11AX_5364 H11AX_5365 H11AX_5366 
H11AX_5368 H11AX_5369 H11AX_5521 
H11AX_5526 H11AX_5526D H11AX_5556 
H11AX_5558 H11AX_5567 H11AX_5663 
H11AX_9005 H11AX_9012 H11B1 
H11B1300 H11B1300W H11B13S 
H11B13SD H11B1S H11B1SD 
H11B1W H11B2 H11B2300 
H11B2300W H11B23S H11B23SD 
H11B255 H11B255300 H11B255300W 
H11B2553S H11B2553SD H11B255S 
H11B255SD H11B255W H11B2S 
H11B2SD H11B2W H11B3 
H11B3300 H11B3300W H11B33S 
H11B33SD H11B3S H11B3SD 
H11B3W H11B815 H11B815300 
H11B815300W H11B8153S H11B8153SD 
H11B815S H11B815SD H11B815W 
H11BD6X_5422 H11BD6X_5450S H11BXK_4867 
H11BX_4735 H11BX_4788 H11BX_4937 
H11BX_5104 H11BX_5412 H11C1 
H11C1300 H11C1300W H11C13S 
H11C13SD H11C1S H11C1SD 
H11C1W H11C2 H11C2300 
H11C2300W H11C23S H11C23SD 
H11C2S H11C2SD H11C2W 
H11C3 H11C3300 H11C3300W 
H11C33S H11C33SD H11C3S 
H11C3SD H11C3W H11C4 
H11C4300 H11C4300W H11C43S 
H11C43SD H11C4S H11C4SD 
H11C4W H11C5 H11C5300 
H11C5300W H11C53S H11C53SD 
H11C5S H11C5SD H11C5W 
H11C6 H11C6300 H11C6300W 
H11C63S H11C63SD H11C6S 
H11C6SD H11C6W H11CX_5362 
H11CX_5367 H11CX_5433D H11CX_5695 
H11D1 H11D1300 H11D1300W 
H11D13S H11D13SD H11D1S 
H11D1SD H11D1W H11D2 
H11D2300 H11D2300W H11D23S 
H11D23SD H11D2S H11D2SD 
H11D2W H11D3 H11D3300 
H11D3300W H11D33S H11D33SD 
H11D3S H11D3SD H11D3W 
H11D4 H11D4300 H11D4300W 
H11D43S H11D43SD H11D4S 
H11D4SD H11D4W H11DX_5235 
H11DX_5504 H11DX_5506 H11F1 
H11F1300 H11F1300W H11F13S 
H11F13SD H11F1S H11F1SD 
H11F1W H11F2 H11F2300 
H11F2300W H11F23S H11F23SD 



H11F2S H11F2SD H11F2W 
H11F3 H11F3300 H11F3300W 
H11F33S H11F33SD H11F3S 
H11F3SD H11F3W H11FX_5393 
H11FX_5564 H11FX_5672 H11FX_9003 
H11G1 H11G1300 H11G1300W 
H11G13S H11G13SD H11G1S 
H11G1SD H11G1W H11G2 
H11G2300 H11G2300W H11G23S 
H11G23SD H11G2S H11G2SD 
H11G2W H11G3 H11G3300 
H11G3300W H11G33S H11G33SD 
H11G3S H11G3SD H11G3W 
H11GD6X_4943 H11GD6X_5420 H11GD6X_5437D 
H11GXK_5619 H11GX_5253 H11L1FM 
H11L1FR2M H11L1FR2VM H11L1FVM 
H11L1M H11L1SM H11L1SR2M 
H11L1SR2VM H11L1SVM H11L1TM 
H11L1TVM H11L1VM H11L2FM 
H11L2FR2M H11L2FR2VM H11L2FVM 
H11L2M H11L2SM H11L2SR2M 
H11L2SR2VM H11L2SVM H11L2TM 
H11L2TVM H11L2VM H11L3FM 
H11L3FR2M H11L3FR2VM H11L3FVM 
H11L3M H11L3SM H11L3SR2M 
H11L3SR2VM H11L3SVM H11L3TM 
H11L3TVM H11L3VM H11LXM_5555R2 
H11LXM_5688SR2 H11LXM_9016 H11N1FM 
H11N1FR2M H11N1FR2VM H11N1FVM 
H11N1M H11N1SM H11N1SR2M 
H11N1SR2VM H11N1SVM H11N1TM 
H11N1TVM H11N1VM H11N2FM 
H11N2FR2M H11N2FR2VM H11N2FVM 
H11N2M H11N2SM H11N2SR2M 
H11N2SR2VM H11N2SVM H11N2TM 
H11N2TVM H11N2VM H11N3FM 
H11N3FR2M H11N3FR2VM H11N3FVM 
H11N3M H11N3SM H11N3SR2M 
H11N3SR2VM H11N3SVM H11N3TM 
H11N3TVM H11N3VM H11NXM_510 
H11NXM_5512 H11PXM_5584D H11PXM_5694 
H11PXM_9102D H11PXM_9105 H11PXM_9106 
H11SADXM_5691D2 H11SAXM_5598 H11SAXM_5598D 
H11SAXM_5618D H11SAXM_5676D H11SAXM_9109R1 
H11SBDXM_108R2 H11ZXKM_9101 H11ZXM_9107 
HCPL0452 HCPL0452R1 HCPL0452R1V 
HCPL0452R2 HCPL0452R2V HCPL0452V 
HCPL0453 HCPL0453R1 HCPL0453R1V 
HCPL0453R2 HCPL0453R2V HCPL0453V 
HCPL0500 HCPL0500R1 HCPL0500R1V 
HCPL0500R2 HCPL0500R2V HCPL0500V 
HCPL0501 HCPL0501R1 HCPL0501R1V 
HCPL0501R2 HCPL0501R2V HCPL0501V 
HCPL0600 HCPL0600R1 HCPL0600R1V 
HCPL0600R2 HCPL0600R2V HCPL0600V 
HCPL0601 HCPL0601R1 HCPL0601R1V 
HCPL0601R2 HCPL0601R2V HCPL0601V 



HCPL0700 HCPL0700R1 HCPL0700R1V 
HCPL0700R2 HCPL0700R2V HCPL0700V 
HCPL0701 HCPL0701R1 HCPL0701R1V 
HCPL0701R2 HCPL0701R2V HCPL0701V 
HCPL0730 HCPL0730R1 HCPL0730R2 
HCPL0731 HCPL0731R1 HCPL0731R2 
HCPL2503 HCPL2503S HCPL2503SD 
HCPL2503SDV HCPL2503SV HCPL2503V 
HCPL2503W HCPL2503WV HCPL2530 
HCPL2530S HCPL2530SD HCPL2530SDV 
HCPL2530SV HCPL2530V HCPL2530W 
HCPL2530WV HCPL2531 HCPL2531S 
HCPL2531SD HCPL2531SDV HCPL2531SV 
HCPL2531V HCPL2531W HCPL2531WV 
HCPL2601 HCPL2601S HCPL2601SD 
HCPL2601SDV HCPL2601SV HCPL2601V 
HCPL2601W HCPL2601WV HCPL2611 
HCPL2611S HCPL2611SD HCPL2611SDV 
HCPL2611SV HCPL2611V HCPL2611W 
HCPL2611WV HCPL2630 HCPL2630S 
HCPL2630SD HCPL2630SDV HCPL2630SV 
HCPL2630V HCPL2630W HCPL2630WV 
HCPL2631 HCPL2631S HCPL2631SD 
HCPL2631SDV HCPL2631SV HCPL2631V 
HCPL2631W HCPL2631WV HCPL2730 
HCPL2730S HCPL2730SD HCPL2730SDV 
HCPL2730SV HCPL2730V HCPL2730W 
HCPL2730WV HCPL2731 HCPL2731S 
HCPL2731SD HCPL2731SDV HCPL2731SV 
HCPL2731V HCPL2731W HCPL2731WV 
HCPL3700 HCPL3700S HCPL3700SD 
HCPL3700SDV HCPL3700SV HCPL3700V 
HCPL3700W HCPL3700WV HCPL4502 
HCPL4502S HCPL4502SD HCPL4502SDV 
HCPL4502SV HCPL4502V HCPL4502W 
HCPL4502WV HCPL4534S HMA121 
HMA121A HMA121AR1 HMA121AR1V 
HMA121AR2 HMA121AR2V HMA121AR3 
HMA121AR3V HMA121AR4 HMA121AR4V 
HMA121AV HMA121B HMA121BR1 
HMA121BR1V HMA121BR2 HMA121BR2V 
HMA121BR3 HMA121BR3V HMA121BR4 
HMA121BR4V HMA121BV HMA121C 
HMA121CR1 HMA121CR1V HMA121CR2 
HMA121CR2V HMA121CR3 HMA121CR3V 
HMA121CR4 HMA121CR4V HMA121CV 
HMA121D HMA121DR1 HMA121DR1V 
HMA121DR2 HMA121DR2V HMA121DR3 
HMA121DR3V HMA121DR4 HMA121DR4V 
HMA121DV HMA121E HMA121ER1 
HMA121ER1V HMA121ER2 HMA121ER2V 
HMA121ER3 HMA121ER3V HMA121ER4 
HMA121ER4V HMA121EV HMA121F 
HMA121FR1 HMA121FR1V HMA121FR2 
HMA121FR2V HMA121FR3 HMA121FR3V 
HMA121FR4 HMA121FR4V HMA121FV 
HMA121R1 HMA121R1V HMA121R2 



HMA121R2V HMA121R3 HMA121R3V 
HMA121R4 HMA121R4V HMA121V 
HMA124 HMA124D HMA124R1 
HMA124R1V HMA124R2 HMA124R2V 
HMA124R3 HMA124R3V HMA124R4 
HMA124R4V HMA124V HMA2701 
HMA2701A HMA2701AR1 HMA2701AR1V 
HMA2701AR2 HMA2701AR2V HMA2701AR3 
HMA2701AR3V HMA2701AR4 HMA2701AR4V 
HMA2701AV HMA2701B HMA2701BR1 
HMA2701BR1V HMA2701BR2 HMA2701BR2V 
HMA2701BR3 HMA2701BR3V HMA2701BR4 
HMA2701BR4V HMA2701BV HMA2701R1 
HMA2701R1V HMA2701R2 HMA2701R2V 
HMA2701R3 HMA2701R3V HMA2701R4 
HMA2701R4V HMA2701V HMAA2705 
HMAA2705A HMAA2705AR1 HMAA2705AR1V 
HMAA2705AR2 HMAA2705AR2V HMAA2705AR3 
HMAA2705AR3V HMAA2705AR4 HMAA2705AR4V 
HMAA2705AV HMAA2705R1 HMAA2705R1V 
HMAA2705R2 HMAA2705R2V HMAA2705R3 
HMAA2705R3V HMAA2705R4 HMAA2705R4V 
HMAA2705V HMHA2801 HMHA2801A 
HMHA2801AR1 HMHA2801AR1V HMHA2801AR2 
HMHA2801AR2V HMHA2801AR3 HMHA2801AR3V 
HMHA2801AR4 HMHA2801AR4V HMHA2801AV 
HMHA2801B HMHA2801BR1 HMHA2801BR1V 
HMHA2801BR2 HMHA2801BR2V HMHA2801BR3 
HMHA2801BR3V HMHA2801BR4 HMHA2801BR4V 
HMHA2801BV HMHA2801C HMHA2801CR1 
HMHA2801CR1V HMHA2801CR2 HMHA2801CR2V 
HMHA2801CR3 HMHA2801CR3V HMHA2801CR4 
HMHA2801CR4V HMHA2801CV HMHA2801R1 
HMHA2801R1V HMHA2801R2 HMHA2801R2V 
HMHA2801R3 HMHA2801R3V HMHA2801R4 
HMHA2801R4V HMHA2801V HMHA281 
HMHA281R1 HMHA281R1V HMHA281R2 
HMHA281R2V HMHA281R3 HMHA281R3V 
HMHA281R4 HMHA281R4V HMHA281V 
HMHAA280 HMHAA280R1 HMHAA280R1V 
HMHAA280R2 HMHAA280R2V HMHAA280R3 
HMHAA280R3V HMHAA280R4 HMHAA280R4V 
HMHAA280V HSR312 HSR312L 
HSR312LS HSR312LSR2 HSR312S 
HSR312SR2 HSR412 HSR412L 
HSR412LS HSR412LSR2 HSR412S 
HSR412SR2 MCT2 MCT210 
MCT210300 MCT210300W MCT2103S 
MCT2103SD MCT210S MCT210SD 
MCT210W MCT2200 MCT2200300 
MCT2200300W MCT22003S MCT22003SD 
MCT2200S MCT2200SD MCT2200W 
MCT2201 MCT2201300 MCT2201300W 
MCT22013S MCT22013SD MCT2201S 
MCT2201SD MCT2201W MCT2202 
MCT2202300 MCT2202300W MCT22023S 
MCT22023SD MCT2202S MCT2202SD 



MCT2202W MCT2300 MCT2300W 
MCT23S MCT23SD MCT271 
MCT271300 MCT271300W MCT2713S 
MCT2713SD MCT271S MCT271SD 
MCT271W MCT2E MCT2E300 
MCT2E300W MCT2E3S MCT2E3SD 
MCT2EFM MCT2EFR2M MCT2EFR2VM 
MCT2EFVM MCT2EM MCT2ES 
MCT2ESD MCT2ESM MCT2ESR2M 
MCT2ESR2VM MCT2ESVM MCT2ETM 
MCT2ETVM MCT2EVM MCT2EW 
MCT2FM MCT2FR2M MCT2FR2VM 
MCT2FVM MCT2M MCT2S 
MCT2SD MCT2SM MCT2SR2M 
MCT2SR2VM MCT2SVM MCT2TM 
MCT2TVM MCT2VM MCT2W 
MCT5200 MCT5200300 MCT5200300W 
MCT52003S MCT52003SD MCT5200S 
MCT5200SD MCT5200W MCT5201 
MCT5201300 MCT5201300W MCT52013S 
MCT52013SD MCT5201S MCT5201SD 
MCT5201W MCT5210 MCT5210300 
MCT5210300W MCT52103S MCT52103SD 
MCT5210S MCT5210SD MCT5210W 
MCT5211 MCT5211300 MCT5211300W 
MCT52113S MCT52113SD MCT5211S 
MCT5211SD MCT5211W MCT6 
MCT61 MCT61S MCT61SD 
MCT61W MCT62 MCT62S 
MCT62SD MCT62W MCT6S 
MCT6SD MCT6W MCT9001 
MCT9001S MCT9001SD MCT9001W 
MID400 MID400S MID400SD 
MID400SDV MID400SV MID400V 
MID400W MID400WV MOC119 
MOC119300 MOC119300W MOC1193S 
MOC1193SD MOC119S MOC119SD 
MOC119W MOC205M MOC205R1M 
MOC205R1VM MOC205R2M MOC205R2VM 
MOC205VM MOC206M MOC206R1M 
MOC206R1VM MOC206R2M MOC206R2VM 
MOC206VM MOC207M MOC207R1M 
MOC207R1VM MOC207R2M MOC207R2VM 
MOC207VM MOC208M MOC208R1M 
MOC208R1VM MOC208R2M MOC208R2VM 
MOC208VM MOC211M MOC211R1M 
MOC211R1VM MOC211R2M MOC211R2VM 
MOC211VM MOC212M MOC212R1M 
MOC212R1VM MOC212R2M MOC212R2VM 
MOC212VM MOC213M MOC213R1M 
MOC213R1VM MOC213R2M MOC213R2VM 
MOC213VM MOC215M MOC215R1M 
MOC215R1VM MOC215R2M MOC215R2VM 
MOC215VM MOC216M MOC216R1M 
MOC216R1VM MOC216R2M MOC216R2VM 
MOC216VM MOC217M MOC217R1M 
MOC217R1VM MOC217R2M MOC217R2VM 



MOC217VM MOC223M MOC223R1M 
MOC223R1VM MOC223R2M MOC223R2VM 
MOC223VM MOC256M MOC256R1M 
MOC256R1VM MOC256R2M MOC256R2VM 
MOC256VM MOC3010FM MOC3010FR2M 
MOC3010FR2VM MOC3010FVM MOC3010M 
MOC3010SM MOC3010SR2M MOC3010SR2VM 
MOC3010SVM MOC3010TM MOC3010TVM 
MOC3010VM MOC3011FM MOC3011FR2M 
MOC3011FR2VM MOC3011FVM MOC3011M 
MOC3011SM MOC3011SR2M MOC3011SR2VM 
MOC3011SVM MOC3011TM MOC3011TVM 
MOC3011VM MOC3012FM MOC3012FR2M 
MOC3012FR2VM MOC3012FVM MOC3012M 
MOC3012SM MOC3012SR2M MOC3012SR2VM 
MOC3012SVM MOC3012TM MOC3012TVM 
MOC3012VM MOC3020FM MOC3020FR2M 
MOC3020FR2VM MOC3020FVM MOC3020M 
MOC3020SM MOC3020SR2M MOC3020SR2VM 
MOC3020SVM MOC3020TM MOC3020TVM 
MOC3020VM MOC3021FM MOC3021FR2M 
MOC3021FR2VM MOC3021FVM MOC3021M 
MOC3021SM MOC3021SR2M MOC3021SR2VM 
MOC3021SVM MOC3021TM MOC3021TVM 
MOC3021VM MOC3022FM MOC3022FR2M 
MOC3022FR2VM MOC3022FVM MOC3022M 
MOC3022SM MOC3022SR2M MOC3022SR2VM 
MOC3022SVM MOC3022TM MOC3022TVM 
MOC3022VM MOC3023FM MOC3023FR2M 
MOC3023FR2VM MOC3023FVM MOC3023M 
MOC3023SM MOC3023SR2M MOC3023SR2VM 
MOC3023SVM MOC3023TM MOC3023TVM 
MOC3023VM MOC3031FM MOC3031FR2M 
MOC3031FR2VM MOC3031FVM MOC3031M 
MOC3031SDM MOC3031SM MOC3031SR2M 
MOC3031SR2VM MOC3031SVM MOC3031TM 
MOC3031TVM MOC3031VM MOC3032FM 
MOC3032FR2M MOC3032FR2VM MOC3032FVM 
MOC3032M MOC3032SM MOC3032SR2M 
MOC3032SR2VM MOC3032SVM MOC3032TM 
MOC3032TVM MOC3032VM MOC3033FM 
MOC3033FR2M MOC3033FR2VM MOC3033FVM 
MOC3033M MOC3033SM MOC3033SR2M 
MOC3033SR2VM MOC3033SVM MOC3033TM 
MOC3033TVM MOC3033VM MOC3041FM 
MOC3041FR2M MOC3041FR2VM MOC3041FVM 
MOC3041M MOC3041SM MOC3041SR2M 
MOC3041SR2VM MOC3041SVM MOC3041TM 
MOC3041TVM MOC3041VM MOC3042FM 
MOC3042FR2M MOC3042FR2VM MOC3042FVM 
MOC3042M MOC3042SM MOC3042SR2M 
MOC3042SR2VM MOC3042SVM MOC3042TM 
MOC3042TVM MOC3042VM MOC3043FM 
MOC3043FR2M MOC3043FR2VM MOC3043FVM 
MOC3043M MOC3043SM MOC3043SR2M 
MOC3043SR2VM MOC3043SVM MOC3043TM 
MOC3043TVM MOC3043VM MOC3051FM 



MOC3051FR2M MOC3051FR2VM MOC3051FVM 
MOC3051M MOC3051SM MOC3051SR2M 
MOC3051SR2VM MOC3051SVM MOC3051TM 
MOC3051TVM MOC3051VM MOC3052FM 
MOC3052FR2M MOC3052FR2VM MOC3052FVM 
MOC3052M MOC3052SM MOC3052SR2M 
MOC3052SR2VM MOC3052SVM MOC3052TM 
MOC3052TVM MOC3052VM MOC3061FM 
MOC3061FR2M MOC3061FR2VM MOC3061FVM 
MOC3061M MOC3061SM MOC3061SR2M 
MOC3061SR2VM MOC3061SVM MOC3061TM 
MOC3061TVM MOC3061VM MOC3062FM 
MOC3062FR2M MOC3062FR2VM MOC3062FVM 
MOC3062M MOC3062SM MOC3062SR2M 
MOC3062SR2VM MOC3062SVM MOC3062TM 
MOC3062TVM MOC3062VM MOC3063FM 
MOC3063FR2M MOC3063FR2VM MOC3063FVM 
MOC3063M MOC3063SM MOC3063SR2M 
MOC3063SR2VM MOC3063SVM MOC3063TM 
MOC3063TVM MOC3063VM MOC3081FM 
MOC3081FR2M MOC3081FR2VM MOC3081FVM 
MOC3081M MOC3081SM MOC3081SR2M 
MOC3081SR2VM MOC3081SVM MOC3081TM 
MOC3081TVM MOC3081VM MOC3082FM 
MOC3082FR2M MOC3082FR2VM MOC3082FVM 
MOC3082M MOC3082SM MOC3082SR2M 
MOC3082SR2VM MOC3082SVM MOC3082TM 
MOC3082TVM MOC3082VM MOC3083FM 
MOC3083FR2M MOC3083FR2VM MOC3083FVM 
MOC3083M MOC3083SM MOC3083SR2M 
MOC3083SR2VM MOC3083SVM MOC3083TM 
MOC3083TVM MOC3083VM MOC3162FM 
MOC3162FR2M MOC3162FR2VM MOC3162FVM 
MOC3162M MOC3162SM MOC3162SR2M 
MOC3162SR2VM MOC3162SVM MOC3162TM 
MOC3162TVM MOC3162VM MOC3163FM 
MOC3163FR2M MOC3163FR2VM MOC3163FVM 
MOC3163M MOC3163SM MOC3163SR2M 
MOC3163SR2VM MOC3163SVM MOC3163TM 
MOC3163TVM MOC3163VM MOC8020 
MOC8020300 MOC8020300W MOC80203S 
MOC80203SD MOC8020S MOC8020SD 
MOC8020W MOC8021 MOC8021300 
MOC8021300W MOC80213S MOC80213SD 
MOC8021S MOC8021SD MOC8021W 
MOC8030 MOC8030300 MOC8030300W 
MOC80303S MOC80303SD MOC8030S 
MOC8030SD MOC8030W MOC8050 
MOC8050300 MOC8050300W MOC80503S 
MOC80503SD MOC8050S MOC8050SD 
MOC8050W MOC8080 MOC8080300 
MOC8080300W MOC80803S MOC80803SD 
MOC8080S MOC8080SD MOC8080W 
MOC8100FM MOC8100FR2M MOC8100FR2VM 
MOC8100FVM MOC8100M MOC8100SM 
MOC8100SR2M MOC8100SR2VM MOC8100SVM 
MOC8100TM MOC8100TVM MOC8100VM 



MOC8101 MOC8101300 MOC8101300W 
MOC81013S MOC81013SD MOC8101S 
MOC8101SD MOC8101W MOC8102 
MOC8102300 MOC8102300W MOC81023S 
MOC81023SD MOC81023SDL MOC8102S 
MOC8102SD MOC8102W MOC8103 
MOC8103300 MOC8103300W MOC81033S 
MOC81033SD MOC8103S MOC8103SD 
MOC8103W MOC8104 MOC8104300 
MOC8104300W MOC81043S MOC81043SD 
MOC8104S MOC8104SD MOC8104W 
MOC8105 MOC8105300 MOC8105300W 
MOC81053S MOC81053SD MOC8105S 
MOC8105SD MOC8105W MOC8106 
MOC8106300 MOC8106300W MOC81063S 
MOC81063SD MOC81063SR2 MOC8106S 
MOC8106SD MOC8106SM MOC8106SR2M 
MOC8106W MOC8107 MOC8107300 
MOC8107300W MOC81073S MOC81073SD 
MOC8107S MOC8107SD MOC8107W 
MOC8108 MOC8108300 MOC8108300W 
MOC81083S MOC81083SD MOC8108S 
MOC8108SD MOC8108W MOC8111 
MOC8111300 MOC8111300W MOC81113S 
MOC81113SD MOC8111S MOC8111SD 
MOC8111W MOC8112 MOC8112300 
MOC8112300W MOC81123S MOC81123SD 
MOC8112S MOC8112SD MOC8112W 
MOC8113 MOC8113300 MOC8113300W 
MOC81133S MOC81133SD MOC8113S 
MOC8113SD MOC8113W MOC8204 
MOC8204300 MOC8204300W MOC82043S 
MOC82043SD MOC8204S MOC8204SD 
MOC8204W MOCD207M MOCD207R1M 
MOCD207R1VM MOCD207R2M MOCD207R2VM 
MOCD207VM MOCD208M MOCD208R1M 
MOCD208R1VM MOCD208R2M MOCD208R2VM 
MOCD208VM MOCD211M MOCD211R1M 
MOCD211R1VM MOCD211R2M MOCD211R2VM 
MOCD211VM MOCD213M MOCD213R1M 
MOCD213R1VM MOCD213R2M MOCD213R2VM 
MOCD213VM MOCD217M MOCD217R1M 
MOCD217R1VM MOCD217R2M MOCD217R2VM 
MOCD217VM MOCD223M MOCD223R1M 
MOCD223R1VM MOCD223R2M MOCD223R2VM 
MOCD223VM OF4821300W OF4822300W 
SL5500 SL5500300 SL5500300W 
SL55003S SL55003SD SL5500S 
SL5500SD SL5500W SL5501 
SL5501300 SL5501300W SL55013S 
SL55013SD SL5501S SL5501SD 
SL5501W SL5504 SL5504300 
SL5504300W SL55043S SL55043SD 
SL5504S SL5504SD SL5504W 
SL5511 SL5511300 SL5511300W 
SL55113S SL55113SD SL5511S 
SL5511SD SL5511W SL5582 



SL5582300W SL5582W SL5583300W 
SL5583W SOC1041M SOC1041SR2M 
SOC1041TM SOC1041TVM SOC1044M 
SOC1044TVM SOC1045M SOC1045VM 
TIL111 TIL111300 TIL111300W 
TIL1113S TIL1113SD TIL111FM 
TIL111FR2M TIL111FR2VM TIL111FVM 
TIL111M TIL111S TIL111SD 
TIL111SM TIL111SR2M TIL111SR2VM 
TIL111SVM TIL111TM TIL111TVM 
TIL111VM TIL111W TIL113 
TIL113300 TIL113300W TIL1133S 
TIL1133SD TIL113S TIL113SD 
TIL113W TIL117FM TIL117FR2M 
TIL117FR2VM TIL117FVM TIL117M 
TIL117SM TIL117SR2M TIL117SR2VM 
TIL117SVM TIL117TM TIL117TVM 
TIL117VM   
 


